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SECTION 1: Identification of the substance/mixture and of the company/undertaking

freeform® coat
1.1. Product identifier

1.2. Relevant identified uses of the substance or mixture and uses advised against

Use of the substance/mixture
Ligth curing lacquer for surface sealing in dentistry

1.3. Details of the supplier of the safety data sheet
DETAX GmbH & Co. KGCompany name:
Carl-Zeiss-StrasseStreet:
D-76275 EttlingenPlace:

Telephone: +49 7243/510-0 Telefax:+49 7243/510-100
e-mail: post@detax.de

www.detax.deInternet:
Emergency number:
+49 7243/510-0
This number is only obtainable during office hours (Monday - Thursday 8.00 a.m. 
- 5.00 p.m., Friday 8.00 a.m. - 4.00 p.m.)

Responsible Department:

+49 7243/510-0 
This number is only obtainable during office hours (Monday - Thursday 8.00 a.m. 
- 5.00 p.m., Friday 8.00 - 4.00 p.m.)

1.4. Emergency telephone 
number:

SECTION 2: Hazards identification

2.1. Classification of the substance or mixture

Regulation (EC) No. 1272/2008
Hazard categories:
Flammable liquid: Flam. Liq. 2
Skin corrosion/irritation: Skin Irrit. 2
Serious eye damage/eye irritation: Eye Irrit. 2
Respiratory or skin sensitisation: Skin Sens. 1A
Specific target organ toxicity - single exposure: STOT SE 3
Hazardous to the aquatic environment: Aquatic Chronic 3
Hazard Statements:
Highly flammable liquid and vapour.
Causes skin irritation.
Causes serious eye irritation.
May cause an allergic skin reaction.
May cause respiratory irritation.
Harmful to aquatic life with long lasting effects.

2.2. Label elements

Regulation (EC) No. 1272/2008

Hazard components for labelling
"methyl 2-methylprop-2-enoate; methyl 2-methylpropenoate; methyl methacrylate, MMA"
acrylic acid derivates
vinylester resin
diphenyl(2,4,6-trimethylbenzoyl)phosphine oxide

Signal word: Danger
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Pictograms:

H225 Highly flammable liquid and vapour.
H315 Causes skin irritation.
H317 May cause an allergic skin reaction.
H319 Causes serious eye irritation.
H335 May cause respiratory irritation.
H412 Harmful to aquatic life with long lasting effects.

Hazard statements

P210 Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No 
smoking.

P235 Keep cool.
P261 Avoid breathing dust/fume/gas/mist/vapours/spray.
P280 Wear protective gloves/protective clothing/eye protection/face protection.
P333+P313 If skin irritation or rash occurs: Get medical advice/attention.
P501 Dispose of contents/ container in accordance with legal and national regulations.

Precautionary statements

No information available.
2.3. Other hazards

SECTION 3: Composition/information on ingredients

3.2. Mixtures

Mixture of acrylic/ methacrylic resins with auxilliary matters.
Chemical characterization

Hazardous components

QuantityChemical nameCAS No

EC No Index No REACH No

Classification according to Regulation (EC) No. 1272/2008 [CLP]

80-62-6 "methyl 2-methylprop-2-enoate; methyl 2-methylpropenoate; methyl methacrylate, MMA" 20 - 70 %

201-297-1 607-035-00-6

Flam. Liq. 2, Skin Irrit. 2, Skin Sens. 1, STOT SE 3; H225 H315 H317 H335

acrylic acid derivates 25 - 50 %

Eye Irrit. 2, Skin Sens. 1A, Aquatic Chronic 3; H319 H317 H412

aliphatic polyestertriurethane triacrylate 5 - 20 %

Skin Irrit. 2, Eye Irrit. 2; H315 H319

55818-57-0 vinylester resin 1 - < 5 %

01-2119490020-53

Skin Sens. 1; H317

75980-60-8 diphenyl(2,4,6-trimethylbenzoyl)phosphine oxide 0,1 - 5 %

278-355-8 015-203-00-X

Repr. 2, Skin Sens. 1B, Aquatic Chronic 2; H361f H317 H411

Full text of H and EUH statements: see section 16.
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SECTION 4: First aid measures

4.1. Description of first aid measures

Provide fresh air. Medical treatment necessary.
After inhalation

After contact with skin, wash immediately with polyethylene glycol, followed by plenty of water. Take off 
immediately all contaminated clothing and wash it before reuse. Medical treatment necessary.

After contact with skin

After contact with the eyes, rinse with water with the eyelids open for a sufficient length of time , then consult an 
ophthalmologist immediately.

After contact with eyes

Rinse mouth immediately and drink plenty of water. 
Seek immediately medical advice. Do not induce vomiting. In case of spontaneous vomiting take care of an 
unhindered flow out of the vomit (danger of suffocation).

After ingestion

4.2. Most important symptoms and effects, both acute and delayed
No information available.

4.3. Indication of any immediate medical attention and special treatment needed
Treat symptomatically.

SECTION 5: Firefighting measures

5.1. Extinguishing media

Water spray jet, Carbon dioxide (CO2), Foam, Extinguishing powder.
Suitable extinguishing media

5.2. Special hazards arising from the substance or mixture
Highly flammable. Vapours can form explosive mixtures with air.

Wear a self-contained breathing apparatus and chemical protective clothing. Full protection suit.
5.3. Advice for firefighters

Use water spray jet to protect personnel and to cool endangered containers. Suppress gases/vapours/mists 
with water spray jet. Collect contaminated fire extinguishing water separately. Do not allow entering drains or 
surface water.

Additional information

SECTION 6: Accidental release measures

6.1. Personal precautions, protective equipment and emergency procedures
Remove all sources of ignition. Provide adequate ventilation. Do not breathe gas/fumes/vapour/spray. Avoid 
contact with skin, eyes and clothes. Use personal protection equipment.

Do not allow uncontrolled discharge of product into the environment. Danger of explosion
6.2. Environmental precautions

Absorb with liquid-binding material (e.g. sand, diatomaceous earth, acid- or universal binding agents). Treat the 
recovered material as prescribed in the section on waste disposal.

6.3. Methods and material for containment and cleaning up

Safe handling: see section 7
Personal protection equipment: see section 8
Disposal: see section 13

6.4. Reference to other sections

SECTION 7: Handling and storage
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7.1. Precautions for safe handling

If handled uncovered, arrangements with local exhaust ventilation have to be used. Do not breathe 
gas/fumes/vapour/spray.

Advice on safe handling

Keep away from sources of ignition. - No smoking. Take precautionary measures against static discharges. 
Vapours can form explosive mixtures with air.

Advice on protection against fire and explosion

7.2. Conditions for safe storage, including any incompatibilities

Keep container tightly closed. Keep in a cool, well-ventilated place. Keep away from heat, hot surfaces, sparks, 
open flames and other ignition sources. No smoking.

Requirements for storage rooms and vessels

Do not store together with: Oxidising agent. Pyrophoric or self-heating substances.
Advice on storage compatibility

Keep only in the original container in a cool, dry and well-ventilated place, away from foodstuffs. Keep away 
from all kind of ligth. An inert gas blanket should not be applied, because the stability of the product depends 
on the presence of oxygen (air).

Further information on storage conditions

7.3. Specific end use(s)

Lacquer for coating of dental restaurations. 
For use by trained specialist staff.

SECTION 8: Exposure controls/personal protection

8.1. Control parameters

Exposure limits (EH40)

Categoryfibres/mlmg/m³ppmSubstanceCAS No Origin

TWA (8 h)50Methyl methacrylate80-62-6 208 WEL

STEL (15 min)100 416 WEL

8.2. Exposure controls

If handled uncovered, arrangements with local exhaust ventilation have to be used. Do not breathe 
gas/fumes/vapour/spray.

Appropriate engineering controls

Remove contaminated, saturated clothing immediately. Draw up and observe skin protection programme. 
Wash hands and face before breaks and after work and take a shower if necessary . When using do not eat or 
drink.

Protective and hygiene measures

Suitable eye protection: goggles.
Eye/face protection

When handling with chemical substances, protective gloves must be worn with the CE-label including the four 
control digits. The quality of the protective gloves resistant to chemicals must be chosen as a function of the 
specific working place concentration and quantity of hazardous substances. For special purposes, it is 
recommended to check the resistance to chemicals of the protective gloves mentioned above together with the 
supplier of these gloves. 
Suitable are gloves of the following material:  Butyl caoutchouc (butyl rubber)

Hand protection

Flame-retardant protective clothing. Wear anti-static footwear and clothing
Skin protection
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